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Our mobile terminal is perfectly suited for customer service use in public transport. This includes ticket inspection, recor-
ding of EBE and ticket sales. The terminal system enables tickets to be checked quickly and easily in accordance with the 
current public transport standards: VDV-KA and UIC. The handy and robust design, which resembles a smartphone, makes 
the mobile terminal perfect for everyday use. Thanks to the integrated scan functions, high computing power, intuitive 
touchscreen and stable connectivity, the workflow is optimised. The ICA background system also maps billing, dunning and 
tariffs, among other things.

A complete solution for all control requirements!

Technical data
• Product PM95

• Operating system Android 13, FOTA update, GMS certified (updates up to Android 18)

• CPU Octa-Core with over 1.8 GHz

• Memory 6 GB RAM / 64 GB ROM (UFS), 8 GB RAM / 128 GB ROM (optional)  

• Display 6’ IPS panel (500 nits), multi-touch, capacitive, Corning Gorilla Glass 

• Size 78 mm x 164,8 mm x 17,6 mm

• Weight approx. 283 g (with battery)

• Expansion Micro SD card slot with SDHC support (up to 32 GB) and SDXC support (up to 2TB)

• SIM / SAM 1 x MicroSD slot
2 x Dual SAM according to ISO 7816 (ID000 format, VDV-KA certified in conjunction with partner solution) 

• Power supply Replaceable and rechargeable 3.87V, Li-ion 4950 mAH, optionally up to 7020 mAH 

• Wireless communication LTE, support for VoLTE and Worldwide Band, GPS and WLAN

• Barcode-Scanner 1D/2D-Imager 

• RFID read / write ISO/IEC 14443 A, ISO/IEC 14443 B ISO/IEC 15693, Mifare Classic 1K/4K integrated, passive UHF tag for 
tracking, in-display NFC

• Camera 16 MP with LED Flash (rear) with Phase Detection Auto Focus (PDAP) / 5 MP (front)

• Impact resistance IP68 against water, moisture and dust, multiple drops from 1.5 m onto concrete

• Connections Connection of printer and ZVT possible (optional)

Mobile printer

Smaller and lighter 
design

•  Non-slip, 385 g lightweight design
•  One-touch function for opening the cover and easy paper loading

Optimisation of mobi-
le field service

•  Wireless and wired connectivity options including Bluetooth 4 4.1 (MFi certified), dual-band  WLAN (2.4 GHz and 
    5 GHz), USB and serial
•  Easy Bluetooth Pairing™ support via an integrated NFC tag for automatic pairing
•  Dual-Band-WLAN (5 GHz and 2,4 GHz)
•  Dual mode: Bluetooth V4.1 Classic
•  (MFi-AP2 certified) and LE
•  Water and dust resistant to IP54 (printer only)
•  Drop height 1.8 m
•  Long battery life (24-hour standby time)

Designed for multiple 
purposes

•  Fast print speed up to 100 mm/s (receipt)
•  Designed for receipt and label printing (easy change via paper feed button)
•  Optional linerless label printer (80 mm/s at 203 dpi)
•  Support for reflective sensor for black marks and sensor for translucent gap (optional positioning)
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The multifunctional monitoring solution.
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The mobile terminal is the flexible, all-in-one solution for all ticketing, ticket sales and data collection processes in public 
transport.

Our software application enables the rapid and reliable verification of travel authorisations in ID-based and account-ba-
sed ticketing systems, including interoperability. The application also supports the verification of travel authorisations in 
accordance with common public transport standards such as VDV-KA, motics and UIC.

The software application is fully integrated into the infrastructure of our back-end system “Ticketing Inside” and the ID-
based ticketing ecosystem.

The mobile data collection terminals ensure end-to-end processes, from validating travel authorisations through EBE data 
collection to ticket sales. The seamless connection to the back-end system also enables the handling of downstream pro-
cesses such as billing, debt collection and fare management.

The handy design is specifically tailored for daily mobile use. Integrated scanning functions, high processing power, an 
intuitive touchscreen and stable connectivity ensure fast operations and an efficient workflow.

Technical data
• Product Axium EX8000

• Operating system Android 10 Security OS

• CPU Cortex Quad-core A53, 1,3 GHz, Security core SC300, 192MHz

• Memory 8 GB Flash / 1 GB RAM or 16 GB Flash / 2 GB RAM, MicroSD Card Slot 

• Display 6,0“ HD, 1440 × 720 px 

• Size 80,6mm × 170mm × 19mm

• Weight 290g (with battery)

• Expansion Micro SD card slot with SDHC support (up to 32 GB) and SDXC support (up to 2TB)

• SIM / SAM 2 SIM + 2 SAM, optional 1 SIM + 3 SAM 

• Power supply eplaceable and rechargeable Li-Ion, 4040 mAh / 3,85 V, 15,55 Wh battery 

• Wireless communication 4G/5G, WLAN, Bluetooth 4.2 BLE

• Barcode-Scanner Professional barcode scanner (Zebra module, optional)r 

• RFID read / write Support ISO 1/2/3 track data,  bi-directional swiping, EMV Contactless L1 3.0  certified; support ISO / IEC  
14443 Type A / B, NFC/contactless

• Camera Front: 2MP, fixed focus, flash, code scanning
Rear: 8MP, autofocus, flash, code scanning

• Impact resistance IP41, IK04, Drop test 1,2m

• Connections Connection of printer and ZVT possible (optional)

Mobile printer

Smaller and lighter 
design

•  Non-slip, 385 g lightweight design
•  One-touch function for opening the cover and easy paper loading

Optimisation of mobi-
le field service

•  Wireless and wired connectivity options including Bluetooth 4 4.1 (MFi certified), dual-band  WLAN (2.4 GHz and 
    5 GHz), USB and serial
•  Easy Bluetooth Pairing™ support via an integrated NFC tag for automatic pairing
•  Dual-Band-WLAN (5 GHz and 2,4 GHz)
•  Dual mode: Bluetooth V4.1 Classic
•  (MFi-AP2 certified) and LE
•  Water and dust resistant to IP54 (printer only)
•  Drop height 1.8 m
•  Long battery life (24-hour standby time)

Designed for multiple 
purposes

•  Fast print speed up to 100 mm/s (receipt)
•  Designed for receipt and label printing (easy change via paper feed button)
•  Optional linerless label printer (80 mm/s at 203 dpi)
•  Support for reflective sensor for black marks and sensor for translucent gap (optional positioning) D
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